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MATERIAL SPECIFICATION

REFERENCE DRAWING ONLY - NOT TO BE USED FOR INSPECTION PURPOSES.

ADAPTOR BODY (Part 1)
Ductile lron to BS ENIS63:2011
SYMBOL EN-GJS-450-10

END RING (Part 2)

Ductile lron to BS ENIS63:2011
SYMBOL EN-GJS-450-10

GASKET (Port 3)
EPDM to BS EN 681-1,TYPE WA, WC
NITRILE to BS EN 681-1,TYPE WA,WC,WG
or BS EN 682, TYPE G

TEE BOLTS (Port 4)
Steel to BS EN SO 898-1:2009
PROPERTY CLASS 4.8

Steel to
BS4190:2001 Grade 4

WASHERS (Part 6)
Stainless Steel to BS1449:PART 2:1983
GRADE 304S15

OTHER COMPATIBLE FLANGE DRILLINGS

6" ANSI125; 6" ANSII50
(16bat max Working Pressure)
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@132-158 PIPE RANGE

PTPE FLANGE GASKET [1¢r -poL1s| WORKING [ TEST [WEIGHT [ASSEMBLY
RANGE DRILL INGS MOULD PRESSURE | PRESSURE | KG | DRG NO
125 PNI0,16; 150 PNIO,16; 5" TABLE A;
5" TABLE DE; 6" TABLE A; 6" TABLE D; i
132-158] v 1aBLE £r 6" AWWA D: 125 AS2129 Cp. |12382-6[4-MI2x125| I6bar | 24bar | 5.6 | 124195
150 AS2129 CD; 150 AS4087 16
MAXIFIT FLANGE ADAPTORS DO NOT RESIST END LOAD - ADEQUATE RESTRAINT MUST BE PROVIDED
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JVIKING JOHNSON

& World leaders in pips joints and repair products
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