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END RING (Part 1)
STEEL to
BS EN10025-2 GRADE S275JR

STEEL to

BS EN10025-2 GRADE S275JR
GASKET (Part 3)

RUBBER 80 HARDNESS

Grade to suit service

STEEL BS EN 1S0898-1
PROPERTY CLASS 4.8
NUTS (Part 5)

STEEL BS4190

GRADE 4
WASHERS (Par{ 6)
STAINLESS STEEL BSI1449:PART 2
GRADE 304515

ATING P (Part 7)

STEEL BS970:PART 3
GRADE 230M07

FINISH SPECIFICATION

NOTES

Locating PIugs/Pin Register.
If Locating Plugs/Pins are required,
3 Plugs/Pins are to be supplied.

BOLT TORQUE

Torque to 55-65Nm

243 OVERALL BOLT LENGTH
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Pipe O.D. includes a Coating of 1.50mm thick. Un-Coated Pipe is 762.00mm O.D.

PIPE PIPE PIPE TOLERANCE BOLTS GASKET | WORKING TEST WE IGHT | ASSEMBLY
0.D. MATERIAL + - NO-SIZE MOULD [PRESSURE|PRESSURE KG DRG NO
165.00 STEEL .60 [.60 |12-MI12x235| J64LS | 21.0bar | 31.5bar 40.6 |7829_386
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