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ELANGE _ADAPTOR ASSEMBLY (Part 1)

DUCTILE IRON BS ENI1563
SYMBOL EN-GJS-450-10

DUCTILE IRON BS ENI563
SYMBOL EN-GJS-450-10

RUBBER 80 HARDNESS
Grade to suit service

STEEL to
BS EN 150898-1 PROPERTY CLASS 4.8

STEEL to
BS4190 GRADE 4

STAINLESS STEEL to
BS1449:PART 2 GRADE 304S15

DUCTILE IRON BS ENI563
SYMBOL EN-GJS-450-10
LLE BOIT (Part 9)

STEEL to
BS EN10269+AINAME 42CrMo4

STEEL to
BS EN20898-2 PROPERTY CLASS 8.0
WASHERS (Part I1)

STEEL to
BS EN10269+AINAME 42CrMo4

FINISH SPECIFICATION

NOTES

300 TIE BOLT LENGTH

@185 FLANGE 0.D.

3 194 NOMINAL
20 17 17 . 20
BS EN1092 BS EN1092

R R—

(S (ZZ I

g 1 1 3
) ) !
o . \& = i i
a i 3 i !
o 7 Y J/ ! "'\._ RSO WP

{ I Sttt i 1
2 | ! !
- ! ! nY10)9 i
3 9 MINIMUM GAP; 166 3 i
I 29 NOMINAL GAP :
= 49 MAXIMUM GAPL i i
g 3 L i
o i 1
© ! [ | —
= i (] R ]
o = o g
3 i S !
i s !
o \ 7 277, > |
w L U |
o T, " i 7] ; /
| \ L u E
=) “"1 5 NN /
- i i
E—l ! L ! ZD

[ [

L i i L

! [ _— [ i

! ! ! !

i i

! !

! !

i i i i

L d | IS |

FLANGE WORK NG TEST GASKET STUDS TIE BOLTS WEIGHT | ASSEMBLY
DRILLING PRESSURE | PRESSURE NO-SIZE NO-SIZE Kg DRG NO
65PN10, 16 16.0 bar | 24.0 bar | 12477_5 |2-MI2x115 4-M16x300 1.7 10435_395
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ISOMETRIC VIEW

properiy of VIKING JORNSON end

OVERALL DIMENSIONS OF
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